
Outside Diameter		  1.75"

Length		 3”– 12”, custom available

Maximum PSI		  225

Operating Temperature		  -40º F  to 165º F
		  -40º C  to 74º C

Specifications	 • Commercial grade acrylic
	 • Brass drain valve
	 • 3/8” NPT brass nipples

Oil Sight Glass & Level Monitor

The Esco Oil Sight Glass & Level Monitor 
allows the user to view the oil color, 
clarity, and accumulation of water or 
other contaminants, as well as the level 
of the oil in the reservoir. The OSGL 
comes in versions of 3” to 12” to 
correspond to the distance from
the oil reservoir access port and the 
maximum height the oil will reach.
A dual port version is available with
a second 3/8” NPT port opposite
the installation nipple to allow
the installation of a sample port.

Oil Sight Glass & Level Monitor
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1 	 2 Micron Breather

2 	 Length

3 	 Upper Oil Limit O-ring

4 	 Lower Oil Limit O-ring

5 	 3/8” NPT Port
	 (Dual ports available)

6 	 Reservoir Debris

7	 Accumulated water
	 to be discharged

8	 Drain Valve
	



Wastewater Treatment Plant

Chemical Processing Plant

Pulp & Paper Mill

Oil Sight Glass & Level Monitor
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(to come)


